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LGCE Specification Reducer

1. Description

The reducers shall have the necessary sealing arrangement to operate safely at blowing pressures of 16 bar and protect
the inner cavity against significant ingress of mud, sand and debris.

The reducer must be able to be assembled and disassembled without the use of tools.

2. Configuration and Technical Details
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10/6-7/4mm 10.0 6.2 16.8 7.0 4.2 14.8 43.2 5.36
16/12-14/10mm 16.0 12.2 25.1 14.0 10.2 22 54.2 12.37
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Product
Cover 10mm 27 21.4 50 4.65
Cover 16mm 37 30 65 11.7
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3) Material

Collet Rubber Ring Crip Ring

Polycarbonate Polyacetal NBR Stainless steel

3. Performance Test

The connectors and end caps shall withstand the following mechanical and environmental tests at ambient temperature
20°C:

1) Burst pressure

The connectors & end caps shall seal at internal pressures up to 30bar without sustaining damage, or permanent
deformation, and shall remain connected to the duct.( BT MA 321) Pressure shall be increased up to failure of the
connector or duct. The pressure of failure shall be recorded.

Pressure on connectors & end caps are steadily increasing with a hydraulic water pressure and record the maximum
pressure before destruction.

2) Retention Force

The retention force shall be over 250N. According to IEC 60794-1-2 Method E1, the test shall be conducted at the
speed of extension 25mm/min at the temperature of 23°C.

3) Water Ingress

This test shall be conducted with the connector at atmospheric pressure and prior to any pressurization of the connector.
The connector shall seal against the ingress of water, under a pressure of 620 mbar head of water, no leaks shall occur
over a period of 24 hours.

4) Installation and Removal

The installation and removal of the tube from the connector shall not require the use of a tool or sealing agent.

5) Temperature

Transport/storage : -10°C up to 50°C
During installation : -10°C up to 50°C
In operation : -10°C up to 50°C

Certified by

TL9@@9 %= Telcordia.

Network 3 Proguct Integrity

This specification is intended as a guide only. Whilst the information it contains is believed to be correct. LGCE can take no responsibility for action taken based
on the information contained in this document. LGCE reserved the right to make changes to this document without notice. All sales of product are subject to
LGCE’s terms and conditions of sales only.

Any unauthorized copying of this document or our products is prohibited and LGCE will take action to prevent any infringement of it rights and to claim damages
for the loss that it suffers.




